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CP6000 
50A (up to 12kW), 80A (up to 19.2kW) 
 

 

 

 

 

 

 

 

 

 

 

Wall Mounted or Pedestal, single or dual port 
Complete, connected AC charging for any business. 

Level 2 Electric Vehicle Charger                                                                                                                                   

Seamlessly integrating charging management software, station hardware, driver interface and customer 

support, the ChargePoint® CP6000 Series offers complete charging control, flexibility and reliability with a 

superior driver experience. 

ATTRACT AND RETAIN MORE CUSTOMERS 

Charge any EV on the road, including Tesla, with the Omni Port which is the standard on the CP6000.  

• Simplify site planning and save money with NACS (Tesla) and J1772 connectors in each port. 

• Future-proof your investment and evolve with market trends thanks to flexible, modular hardware. 

• Maximum utilization and reduce wait times by allowing drivers to use any station regardless of their 

connector type. 

DESIGNED FOR THE FUTURE 

Take complete control. Reliability and an easy user experience will keep both you and drivers happy.  

• Intuitive software & robust hardware for maximum charging utilization and operational efficiency 

• Flexible controls, power management tools, and extensive network coverage for a quick start and 

business scalability.  

http://www.wizixenergy.com/
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TECHNICAL SPECIFICATIONS 
 

 

CONFIGURATION OPTIONS 
Power 50A (up to 12kW), 80A (up to 19.2kW) 
Port type Integrated cable 
Number of Ports Single, dual* 
Mounting Pedestal, wall 
Cable length 18ft (5.5 m), 23ft (7m) 
FHWA Buy American compliant options available 

 

 

SPECIFICATIONS 

Interface 
8" (inch) interactive display with full color, UV protection, gesture touch 
controls and multi-language support 

Authentication RFID, tap to charge (NFC), remote via mobile app or in vehicle 

Payment 
EMV contactless credit/debit reader - CHIP models also have an EMV 
chip reader 

Connector SAE J1772 cable 
ISO 15118 standard Supported 
Connectivity 4G LTE with GSM as backup, Wi-Fi LAN 
Network protocol OCPP 2.0.1 

Operating temperature range -40°F (-40°C) to 122°F (50°C) 

Certifications 
UL Certified, ENERGY STAR® certified* - **only applies to dual port 
versions** 

Status indicators Multi-color status LED 
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