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CP Express 250 
62.5kW per port (pair to deliver up to 125 kW/vehicle) 

  
Wall Mounted or Pedestal, single or dual port 

Level 3 DC Fast Electric Vehicle Charger                                                                                                                     

The ChargePoint® Express 250 delivers fast, reliable charging for electric cars, buses, and trucks with 

industry-leading DC fast charging technology. Featuring two easily swappable AC to DC power modules, it 

ensures continuous operation even if one module fails. The Express 250 can be installed as a standalone 

station or paired, providing up to 40% more power with smart energy allocation for flexible, efficient charging 

of two vehicles simultaneously. 

Flexible configurations: High power in a small footprint, ready for any vehicle 

• Compatible with all vehicle types and depot configurations 

• Dual-port configuration allows simultaneous charging for more efficiency 

• Smart cable management reaches vehicles, while the space-saving design fits tight parking scenarios 

• Mobile cart and skid-mounted options for added flexibility and lower deployment costs 

Comprehensive cloud-based software 

• Built in cellular network for remote management 

• Customize pricing policies for public charging or restrict access to specific driver groups, like 

employees 

• Automatic software upgrades ensure stations always have the latest features  

http://www.wizixenergy.com/
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TECHNICAL SPECIFICATIONS 
 

 

EXPRESS 

 

Max Output Power 62.5kW 
Max Output Current 156 A 
Output voltage, charging 200V – 1000V 
Number of connectors Up to 2 connectors per station 
Connector Types CCS1, CCS2, CHAdeMO 
Station enclosure rating, I Type 3R, IP54 
Station impact rating IK10 
Dimensions 
(H X W X D) 

2,241 x 730 x 441 mm 
(7'4" x 2'5" x 1'5") 

Weight 250 kg (551 lb) 
 

 

PAIRED EXPRESS 
 

 

Max Output Power 125kW 

Max Output Current 200 A 

Output voltage, charging 200V – 1000V Max 

Dimensions 
(H X W X D) 

2 stations at 
2,241 x 730 x 441 mm 
(7'4" x 2'5" x 1'5") 
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